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Notice

While reasonable efforts have been made to ensure that the information in
this document is complete and accurate at the time of printing, Avaya
assumes no liability for any errors. Avaya reserves the right to make changes
and corrections to the information in this document without the obligation to
notify any person or organization of such changes.

Documentation disclaimer

“Documentation” means information published in varying mediums which
may include product information, operating instructions and performance
specifications that are generally made available to users of products.
Documentation does not include marketing materials. Avaya shall not be
responsible for any modifications, additions, or deletions to the original
published version of Documentation unless such modifications, additions, or
deletions were performed by or on the express behalf of Avaya. End User
agrees to indemnify and hold harmless Avaya, Avaya's agents, servants and
employees against all claims, lawsuits, demands and judgments arising out
of, or in connection with, subsequent modifications, additions or deletions to
this documentation, to the extent made by End User.

Link disclaimer

Avaya is not responsible for the contents or reliability of any linked websites
referenced within this site or Documentation provided by Avaya. Avaya is not
responsible for the accuracy of any information, statement or content
provided on these sites and does not necessarily endorse the products,
services, or information described or offered within them. Avaya does not
guarantee that these links will work all the time and has no control over the
availability of the linked pages.

Warranty

Avaya provides a limited warranty on Avaya hardware and software. Refer to
your sales agreement to establish the terms of the limited warranty. In
addition, Avaya’s standard warranty language, as well as information
regarding support for this product while under warranty is available to Avaya
customers and other parties through the Avaya Support website:
https://support.avaya.com/helpcenter/
getGenericDetails?detailld=C20091120112456651010 under the link
“Warranty & Product Lifecycle” or such successor site as designated by
Avaya. Please note that if You acquired the product(s) from an authorized
Avaya Channel Partner outside of the United States and Canada, the
warranty is provided to You by said Avaya Channel Partner and not by
Avaya. “Hosted Service” means an Avaya hosted service subscription that
You acquire from either Avaya or an authorized Avaya Channel Partner (as
applicable) and which is described further in Hosted SAS or other service
description documentation regarding the applicable hosted service. If You
purchase a Hosted Service subscription, the foregoing limited warranty may
not apply but You may be entitled to support services in connection with the
Hosted Service as described further in your service description documents
for the applicable Hosted Service. Contact Avaya or Avaya Channel Partner
(as applicable) for more information.

Hosted Service

THE FOLLOWING APPLIES ONLY IF YOU PURCHASE AN AVAYA
HOSTED SERVICE SUBSCRIPTION FROM AVAYA OR AN AVAYA
CHANNEL PARTNER (AS APPLICABLE), THE TERMS OF USE FOR
HOSTED SERVICES ARE AVAILABLE ON THE AVAYA WEBSITE,
HTTPS://SUPPORT.AVAYA.COM/LICENSEINFO UNDER THE LINK “Avaya
Terms of Use for Hosted Services” OR SUCH SUCCESSOR SITE AS
DESIGNATED BY AVAYA, AND ARE APPLICABLE TO ANYONE WHO
ACCESSES OR USES THE HOSTED SERVICE. BY ACCESSING OR
USING THE HOSTED SERVICE, OR AUTHORIZING OTHERS TO DO SO,
YOU, ON BEHALF OF YOURSELF AND THE ENTITY FOR WHOM YOU
ARE DOING SO (HEREINAFTER REFERRED TO INTERCHANGEABLY AS
“YOU” AND “END USER”), AGREE TO THE TERMS OF USE. IF YOU ARE
ACCEPTING THE TERMS OF USE ON BEHALF A COMPANY OR OTHER
LEGAL ENTITY, YOU REPRESENT THAT YOU HAVE THE AUTHORITY
TO BIND SUCH ENTITY TO THESE TERMS OF USE. IF YOU DO NOT
HAVE SUCH AUTHORITY, OR IF YOU DO NOT WISH TO ACCEPT THESE
TERMS OF USE, YOU MUST NOT ACCESS OR USE THE HOSTED
SERVICE OR AUTHORIZE ANYONE TO ACCESS OR USE THE HOSTED
SERVICE.

Licenses

THE SOFTWARE LICENSE TERMS AVAILABLE ON THE AVAYA
WEBSITE, HTTPS://SUPPORT.AVAYA.COM/LICENSEINFO, UNDER THE
LINK “AVAYA SOFTWARE LICENSE TERMS (Avaya Products)” OR SUCH
SUCCESSOR SITE AS DESIGNATED BY AVAYA, ARE APPLICABLE TO
ANYONE WHO DOWNLOADS, USES AND/OR INSTALLS AVAYA
SOFTWARE, PURCHASED FROM AVAYA INC., ANY AVAYA AFFILIATE,
OR AN AVAYA CHANNEL PARTNER (AS APPLICABLE) UNDER A
COMMERCIAL AGREEMENT WITH AVAYA OR AN AVAYA CHANNEL
PARTNER. UNLESS OTHERWISE AGREED TO BY AVAYA IN WRITING,
AVAYA DOES NOT EXTEND THIS LICENSE IF THE SOFTWARE WAS
OBTAINED FROM ANYONE OTHER THAN AVAYA, AN AVAYA AFFILIATE
OR AN AVAYA CHANNEL PARTNER; AVAYA RESERVES THE RIGHT TO
TAKE LEGAL ACTION AGAINST YOU AND ANYONE ELSE USING OR
SELLING THE SOFTWARE WITHOUT A LICENSE. BY INSTALLING,
DOWNLOADING OR USING THE SOFTWARE, OR AUTHORIZING
OTHERS TO DO SO, YOU, ON BEHALF OF YOURSELF AND THE ENTITY
FOR WHOM YOU ARE INSTALLING, DOWNLOADING OR USING THE
SOFTWARE (HEREINAFTER REFERRED TO INTERCHANGEABLY AS
“YOU” AND “END USER”), AGREE TO THESE TERMS AND CONDITIONS
AND CREATE A BINDING CONTRACT BETWEEN YOU AND AVAYA INC.
OR THE APPLICABLE AVAYA AFFILIATE (“AVAYA”). Avaya grants You a
license within the scope of the license types described below, with the
exception of Heritage Nortel Software, for which the scope of the license is
detailed below. Where the order documentation does not expressly identify a
license type, the applicable license will be a Designated System License as
set forth below in the Designated System(s) License (DS) section as
applicable. The applicable number of licenses and units of capacity for which
the license is granted will be one (1), unless a different number of licenses or
units of capacity is specified in the documentation or other materials available
to You. “Software” means computer programs in object code, provided by
Avaya or an Avaya Channel Partner, whether as stand-alone products, pre-
installed on hardware products, and any upgrades, updates, patches, bug
fixes, or modified versions thereto. “Designated Processor” means a single
stand-alone computing device. “Server” means a set of Designated
Processors that hosts (physically or virtually) a software application to be
accessed by multiple users. “Instance” means a single copy of the Software
executing at a particular time: (i) on one physical machine; or (ii) on one
deployed software virtual machine (“VM”) or similar deployment.

License types

Designated System(s) License (DS). End User may install and use each copy
or an Instance of the Software only: 1) on a number of Designated
Processors up to the number indicated in the order; or 2) up to the number of
Instances of the Software as indicated in the order, Documentation, or as
authorized by Avaya in writing. Avaya may require the Designated
Processor(s) to be identified in the order by type, serial number, feature key,

Instance, location or other specific designation, or to beé provided by End
User to Avaya through electronic means established by Avaya specifically for
this purpose.

Heritage Nortel Software

“Heritage Nortel Software” means the software that was acquired by Avaya
as part of its purchase of the Nortel Enterprise Solutions Business in
December 2009. The Heritage Nortel Software is the software contained
within the list of Heritage Nortel Products located at
https://support.avaya.com/Licenselnfo under the link “Heritage Nortel
Products” or such successor site as designated by Avaya. For Heritage
Nortel Software, Avaya grants Customer a license to use Heritage Nortel
Software provided hereunder solely to the extent of the authorized activation
or authorized usage level, solely for the purpose specified in the
Documentation, and solely as embedded in, for execution on, or for
communication with Avaya equipment. Charges for Heritage Nortel Software
may be based on extent of activation or use authorized as specified in an
order or invoice.

Copyright

Except where expressly stated otherwise, no use should be made of
materials on this site, the Documentation, Software, Hosted Service, or
hardware provided by Avaya. All content on this site, the documentation,
Hosted Service, and the product provided by Avaya including the selection,
arrangement and design of the content is owned either by Avaya or its
licensors and is protected by copyright and other intellectual property laws
including the sui generis rights relating to the protection of databases. You
may not modify, copy, reproduce, republish, upload, post, transmit or
distribute in any way any content, in whole or in part, including any code and
software unless expressly authorized by Avaya. Unauthorized reproduction,


https://support.avaya.com/helpcenter/%20getGenericDetails?detailId=C20091120112456651010
https://support.avaya.com/helpcenter/%20getGenericDetails?detailId=C20091120112456651010
https://support.avaya.com/LICENSEINFO

transmission, dissemination, storage, and or use without the express written
consent of Avaya can be a criminal, as well as a civil offense under the
applicable law.

Virtualization

The following applies if the product is deployed on a virtual machine. Each
product has its own ordering code and license types. Unless otherwise
stated, each Instance of a product must be separately licensed and ordered.
For example, if the end user customer or Avaya Channel Partner would like
to install two Instances of the same type of products, then two products of
that type must be ordered.

Third Party Components

“Third Party Components” mean certain software programs or portions
thereof included in the Software or Hosted Service may contain software
(including open source software) distributed under third party agreements
(“Third Party Components”), which contain terms regarding the rights to use
certain portions of the Software (“Third Party Terms”). As required,
information regarding distributed Linux OS source code (for those products
that have distributed Linux OS source code) and identifying the copyright
holders of the Third Party Components and the Third Party Terms that apply
is available in the products, Documentation or on Avaya’s website at:
https://support.avaya.com/Copyright or such successor site as designated by
Avaya. The open source software license terms provided as Third-Party
Terms are consistent with the license rights granted in these Software
License Terms, and may contain additional rights benefiting You, such as
modification and distribution of the open source software. The Third-Party
Terms shall take precedence over these Software License Terms, solely with
respect to the applicable Third-Party Components to the extent that these
Software License Terms impose greater restrictions on You than the
applicable Third-Party Terms.

The following applies only if the H.264 (AVC) codec is distributed with the
product. THIS PRODUCT IS LICENSED UNDER THE AVC PATENT
PORTFOLIO LICENSE FOR THE PERSONAL USE OF A CONSUMER OR
OTHER USES IN WHICH IT DOES NOT RECEIVE REMUNERATION TO (i)
ENCODE VIDEO IN COMPLIANCE WITH THE AVC STANDARD (“AVC
VIDEO”) AND/OR (ii) DECODE AVC VIDEO THAT WAS ENCODED BY A
CONSUMER ENGAGED IN A PERSONAL ACTIVITY AND/OR WAS
OBTAINED FROM A VIDEO PROVIDER LICENSED TO PROVIDE AVC
VIDEO. NO LICENSE IS GRANTED OR SHALL BE IMPLIED FOR ANY
OTHER USE. ADDITIONAL INFORMATION MAY BE OBTAINED FROM
MPEG LA, L.L.C. SEE HTTP://WWW.MPEGLA.COM.

Service Provider

THE FOLLOWING APPLIES TO AVAYA CHANNEL PARTNER’S HOSTING
OF AVAYA PRODUCTS OR SERVICES. THE PRODUCT OR HOSTED
SERVICE MAY USE THIRD PARTY COMPONENTS SUBJECT TO THIRD
PARTY TERMS AND REQUIRE A SERVICE PROVIDER TO BE
INDEPENDENTLY LICENSED DIRECTLY FROM THE THIRD-PARTY
SUPPLIER. AN AVAYA CHANNEL PARTNER’S HOSTING OF AVAYA
PRODUCTS MUST BE AUTHORIZED IN WRITING BY AVAYA AND IF
THOSE HOSTED PRODUCTS USE OR EMBED CERTAIN THIRD PARTY
SOFTWARE, INCLUDING BUT NOT LIMITED TO MICROSOFT
SOFTWARE OR CODECS, THE AVAYA CHANNEL PARTNER IS
REQUIRED TO INDEPENDENTLY OBTAIN ANY APPLICABLE LICENSE
AGREEMENTS, AT THE AVAYA CHANNEL PARTNER’S EXPENSE,
DIRECTLY FROM THE APPLICABLE THIRD PARTY SUPPLIER.

WITH RESPECT TO CODECS, IF THE AVAYA CHANNEL PARTNER IS
HOSTING ANY PRODUCTS THAT USE OR EMBED THE H.264 CODEC
OR H.265 CODEC, THE AVAYA CHANNEL PARTNER ACKNOWLEDGES
AND AGREES THE AVAYA CHANNEL PARTNER IS RESPONSIBLE FOR
ANY AND ALL RELATED FEES AND/OR ROYALTIES. THE H.264 (AVC)
CODEC IS LICENSED UNDER THE AVC PATENT PORTFOLIO LICENSE
FOR THE PERSONAL USE OF A CONSUMER OR OTHER USES IN
WHICH IT DOES NOT RECEIVE REMUNERATION TO: (I) ENCODE VIDEO
IN COMPLIANCE WITH THE AVC STANDARD (“AVC VIDEO”) AND/OR (II)
DECODE AVC VIDEO THAT WAS ENCODED BY A CONSUMER
ENGAGED IN A PERSONAL ACTIVITY AND/OR WAS OBTAINED FROM A
VIDEO PROVIDER LICENSED TO PROVIDE AVC VIDEO. NO LICENSE IS
GRANTED OR SHALL BE IMPLIED FOR ANY OTHER USE. ADDITIONAL
INFORMATION FOR H.264 (AVC) AND H.265 (HEVC) CODECS MAY BE
OBTAINED FROM MPEG LA, L.L.C. SEE HTTP://WWW.MPEGLA.COM.

Compliance with Laws

You acknowledge and agree that it is Your responsibility for complying with
any applicable laws and regulations, including, but not limited to laws and
regulations related to call recording, data privacy, intellectual property, trade
secret, fraud, and music performance rights, in the country or territory where
the Avaya product is used.

Preventing Toll Fraud

“Toll Fraud” is the unauthorized use of your telecommunications system by
an unauthorized party (for example, a person who is not a corporate
employee, agent, subcontractor, or is not working on your company's behalf).
Be aware that there can be a risk of Toll Fraud associated with your system
and that, if Toll Fraud occurs, it can result in substantial additional charges for
your telecommunications services.

Avaya Toll Fraud intervention

If You suspect that You are being victimized by Toll Fraud and You need
technical assistance or support, call Technical Service Center Toll Fraud
Intervention Hotline at +1-800-643-2353 for the United States and Canada.
For additional support telephone numbers, see the Avaya Support website:
https://support.avaya.com or such successor site as designated by Avaya.

Security Vulnerabilities

Information about Avaya'’s security support policies can be found in the
Security Policies and Support section of https://support.avaya.com/security.
Suspected Avaya product security vulnerabilities are handled per the Avaya
Product Security Support Flow
(https://support.avaya.com/css/P8/documents/100161515).

Downloading Documentation

For the most current versions of Documentation, see the Avaya Support
website: https://support.avaya.com, or such successor site as designated by
Avaya.

Contact Avaya Support

See the Avaya Support website: https://support.avaya.com for product or
Hosted Service notices and articles, or to report a problem with your Avaya
product or Hosted Service. For a list of support telephone numbers and
contact addresses, go to the Avaya Support website:
https://support.avaya.com (or such successor site as designated by Avaya),
scroll to the bottom of the page, and select Contact Avaya Support.

Trademarks

The trademarks, logos and service marks (“Marks”) displayed in this site, the
Documentation, Hosted Service(s), and product(s) provided by Avaya are the
registered or unregistered Marks of Avaya, its affiliates, its licensors, its
suppliers, or other third parties. Users are not permitted to use such Marks
without prior written consent from Avaya or such third party which may own
the Mark. Nothing contained in this site, the Documentation, Hosted
Service(s) and product(s) should be construed as granting, by implication,
estoppel, or otherwise, any license or right in and to the Marks without the
express written permission of Avaya or the applicable third party.

Avaya is a registered trademark of Avaya Inc.

All non-Avaya trademarks are the property of their respective owners. Linux®
is the registered trademark of Linus Torvalds in the U.S. and other countries
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About this task

Use the steps documented in this section when planning and conducting upgrades to ESXi host running
on ASP 130 servers from 6.5.x to 7.0 U2 using the Avaya approved files.

The content in this documented is only applicable to Avaya Solutions Platform 130 (ASP 130) servers and
should not be used for other ASP server models or series such us ASP 110, ASP 120, ASP 4200.

OEM Server vendor, in this case Dell, provides Avaya with their latest certified package of the ESXi software.

This ensures that any updates will be compatible with the underlying hardware, firmware and drivers running on
the ASP 130 servers.

Starting with ASP 130 release 5.0, a new upgrade method is being introduced. Users can now choose to
upgrade ESXi hosts using either the ISO image file or offline bundle zip file method.

Note: There is No a rollback method available or supported by VMware once ESXi host has been
upgraded to ESXi 7.0. This is due to the system storage changes introduced starting with vSphere 7.0.
For more reference see section vSphere 7 — ESXi System Storage Changes

Warning

The use of files not approved by Avaya on the ASP130 servers is not allowed. This can put servers &
applications at risk and will leave server in an unsupported configuration.

Prerequisites

e Resource on site with direct console access to the DELL R640 server that will be upgraded if
conducting the upgrade with the ISO image file.

e Access to the DELL R640 (ESXi interface) over the customer network or via service port.

e Download the Avaya approved ASP-130-VMware-VMvisor-Installer-7.0.0.update02-
17867351.x86_64-DellEMC_Customized-A03-avmin.iso 1SO image from PLDS if conducting the
upgrade following I1SO image procedure. Download ID ASP000000001

e Download the Avaya approved ASP130-VMware-VMvisor-Installer-7.0.0.update02-
17867351.x86_64-DellEMC_Customized-A03.zip file from PLDS if conducting the upgrade
following the offline bundle procedure. Download ID ASP000000002

e Using the software of choice (Not provided by Avaya), burn the Avaya approved custom I1SO
image file onto a CD/DVD-ROM if conducting the upgrade with the I1SO image.

e Ensure proper ESXi & Application backups have been taken prior to conducting upgrade activity.

e All existing VMs on the server should be gracefully shutdown and be in powered-off state prior
to the ESXi upgrade activity. Reference to each application documentation for prerequisites,
guidelines and procedures when doing so.

e Anew license for vSphere 7 standard is required.

e Activate and download the vSphere 7 license key from PLDS prior to scheduling the
maintenance upgrade activity.

e ESXiroot credentials or temporary account with equivalent administrative privileges.
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ESXi Host Upgrade Procedure
Upgrading to ESXi 7.0 from ESXi 6.5 using the ISO image

Note: Customers upgrading ESXi using the offline method may proceed to Upgrading to ESXi 7.0 from
ESXi 6.5 using the offline bundle zip file.

Note:

«* This upgrade method is interactive, and it requires user intervention.
<+ There is No rollback method available or supported by VMware once ESXi host has been
upgraded to ESXi 7.0. This is due to the system storage changes introduced starting with

vSphere 7.0. For more reference see section vSphere 7 — ESXi System Storage Changes.

Procedure

1. Open a web browser and connect to the desire ESXi Web host client using the host IP address or
FQDN i.e. https://IP_Address or FQDN/ui.

2. Login using the existing root credentials or temporary admin account if applicable.
Right click on Host>Enter Maintenance Mode.

Warning

If there are VMs still running on the ESXi host STOP! and reference to the prerequisite section prior to
continuing. Failure to do so could potentially break deployed applications.

Note: The “Place in maintenance mode” task will not complete and time out thru time if VMs are not
gracefully powered off.

! Entering maintenance mode delayed

VMs are still powered on. Maintenance mode will not be entered until all
r ! 9 VMs are either migrated or powered down/suspended.

OK

vmware ESXi"

“I% Navigator
Manage
Monitor @ Host
¥ Create/Register VM

[ 1ecalhost.localdomain

) Get vCenter Server | 51 ¢

ocalhost.lol
[ersion:

tate
ptime:

i Virtual Machines
~ [ storage Shut down

2 naa62ceaTfl & Reboot
More storag

EzNetwurking i, Services

% Enter maintenance mode

[, Lockdown mode

&, Permissions

{3 Generate support bundie

[ GetSSH for Chrome

4. Click Yes when the popup window appears to Confirm maintenance mode change.
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https://ip_address_or_fqdn/ui

D Confirm maintenance mode change

When in maintenance mode, VMs cannot be created, powered on nor configured
Additionally, VMware vCenter Server will not migrate any VMSs to this host while it is in

maintenance mode

‘You might need to either power off or migrate the virtual machines from the host manually

‘You can cancel the Enter Maintenance Mode task at any time.

Are you sure you want to put this host in maintenance mode?

Yes Cancel

-

The Host icon will change to display its new current state.

| "]:'._' Navigator 1

hd E Host

Manage

Monitor

5. Rick-click on Host once again > Shut down

“E' Navigator | l @ localho

E Host

Manage

Sp— ¥ Create/Register VM

{51 Virtual Mac ! [ Sitiis

L [ T

6. On the shutdown Host pop up confirmation screen, Click Shut down.

! Shut down - localhost.localdomain

Shut down the selected host?

A

e

= 4

Note: Session gets logged out and terminated immediately.

v
s —— el o

[ —
e The host is shutting down...
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7. If not already, move to the physical location of the Dell R640 server and connect to the server’s
console by directly attaching a Monitor and Keyboard or thru a KVM. When Ready, proceed with
the next step.

8. On the powered-off server, push the power button to power server. Inmediately press the eject
button on the CD/DVD tray, insert the ESXi installer media in the CD/DVD-ROM drive and close
it.

9. During the initial system boot up, Press the F11 key to enter Boot Manager.

Note: By default, ASP 130 servers get shipped from the Avaya integrator set to boot from the DVD
drive as first choice. Customers that have not changed boot order selection can skip to Step 12.

Note: If the Window for pressing F11 is missed, by pressing the keys CTRL+ALT+DEL the server can
easily be rebooted again. This will prevent user from having to wait for ESXi to boot up completely
and then proceed with rebooting the server again.

Boot Manager

Boot Manager Main Menu
Continue Normal Boot
One-shot UEF| Boot Menu Iy —
Launch System Setup
Launch Lifecycle Controller

System Ultilities

This selection will take you to the UEFI Boot Menu and select an one-shot boot option to
“ boot from.

11. With the Up/Down arrow keys select Embedded SATA Port Optical Drive L: EFI DVD/CDROM 1
and press Enter.
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Boot Manager

Boot Menu

Select UEFI Boot Option

Integrated RAID Controller 1: VMware ESXi

Embedded SATA Port Optical Drive L: EFI DVD/CDROM 1 l} Mp—

PXE Device 1: Integrated NIC 1Port 1Partition 1

UEFI Boot Option Maintenance
Boot From File
Add Boot Option

Delete Boot Option

o Device Path : PciRoot{0x0)/Pci{0x17,0x0)/Sata{0x7,0xFFFF 0x0)

12. System will proceed booting from selected Drive.

jooting from Embedded SATA Port Optical Drive L: EFI DUD/CDROM 1

13. ESXi Installer initiates wait for task to complete. No user intervention is required during this
process.

Loading ESXi installer

Note: Following screen helps user to validate once more the ESXi version about to get installed. If
version is different from the one on the picture STOP! and restart upgrade process using a DVD with the
corresponding ESXi version.

VMuare ESXi 7.8.2 (VMKernel Release Build 17867351)

x Intel (F on(R) Gold 6226R CPU @ 2.90GHz
190.6 GiB y

crypto_fips loaded successfully.
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14. When the Installer loading task completes, Installation wizard shill show up on screen. Press
Enter to continue.

(Esc) Cancel (Enter) Continuve

15. Press F11 to Accept EULA and continue. (Mandatory)

(ESC) Do not Accept (F11) Accept and Cont inue

16. System starts scanning for available drives within the system where ESXi could be installed.

17. Local Drive is displayed as single option available. Press Enter to continue

Note: Capacity between different Dell R640 profiles will vary. Use the below picture for reference
only.

Stocogebovies et

= DELL PERC H730P Mini (naa.62cea?f048d86eB02699a...) 2.18 TiB

(Esc) Cancel (F1) Details (F5) Refresh (Enter) Cont inue

Install wizard scans selected drive once again.
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18. Installer will detect that the selected storage device contains an installation of ESXi and a VMFS
datastore, thus will auto select Upgrade ESXi, preserve VMFS datastore. This is expected and
correct at this point as an upgrade activity is being conducted, NOT a fresh ESXi install. Press
Enter to proceed with upgrading the host.

Warning

DO NOT make any changes nor select neither of the Install options on this screen. Otherwise installer
will proceed with a fresh installation of ESXi instead and ALL the data including the VMs deployed on the
server will get deleted, removed. Data would be non-recoverable if this happens.

| (X) Upgrade ESXi, preserve VMFS datastore

(Esc) Cancel (Enter) 0K

(Esc) Cancel (F1) Details (F5) Refresh (Enter) Continve

Upgrade process starts.
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‘v Rebooting Server

lhcs” will shut doun and reboot .
|
| The process will toke a short time to complete.

|

20. When ESXi boots up, validate proper ESXi release is displayed.

VHuare ESXi 7.0.2 (VMKernel Release Build 17867351)

Dell Inc. PowerEdge RG6G48

2 x Intel(R) Xeon(R) Gold 6132 CPU @ 2.60GHz
190.6 GiB Menory

Ta manage this hast, go to:
https://aspl30-ESKi -0

i-81/
i & TR
https://f I/ (STATIC)

<F2> Custonize Systen/View Logs <F12> Shut Doun/Restart

21. Direct console connection to the Dell R640 server can now be disconnected.

22. Open a web browser and connect to the ESXi Web host client using the host IP address or FQDN
i.e. https://IP_Address or FQDN/ui.

23. Login using the existing root credentials or temporary admin account if applicable.

24. Rick-click on the Host > Exit maintenance mode.

“T% Navigator [f] lecalhost.local
'Z Host

Manage @ Host E

Monitor ¥ Create/Register VM

] Virtual Mad| [§3 Shut down
~ E Storage By Reboot

2 naa.62¢
Servi
More <t @ Services
5_3_ WEUL Gl 2 Exit maintenance mode

, Lockdown mode

25. The Main dashboard view will display the updated ESXi version and the image profile used when
the upgrade was performed. At this point, virtual machines can be powered-on to place
applications back into operation.

November 2021 ASP 130 Upgrading to ESXi 7.0 u2 from ESXi 6.5.x pg. 12


https://ip_address_or_fqdn/ui

vmware ESXi~ 00l@1012820957 v | Help~ | CRE

3 Navigator

Manage

[J asp130-ESXi-01

Monitor

Virtual Machines
3 Storage
€2 Networking

asp130-ESXi-01 JSED: 104 M2
Version 70 Update 2 "

15 Create/Register M | (g Shutdown [i5 Reboot | @ Refresh

£ Actions

vCenter Server)

~ Configuration

Dell Inc

Image profile l (Updated) DEL-ESXi-702_17867351-A03 (Dell) J

PowerEdge R640 vSphere HA state Not configured

28 CPUs x Intei(R) Xeon(R) Gold 6132 CPU @ 2 60GHz *» vMotion Supported

26. Proceed to the Licensing Procedure.

Upgrading to ESXi 7.0 from ESXi 6.5 using the offline bundle zip file

Note: Customers that have upgraded ESXi using the ISO image method may proceed to the Licensing

Procedure.

Note: There is No rollback method available or supported by VMware once ESXi host has been upgraded
to ESXi 7.0. This is due to the system storage changes introduced starting with vSphere 7.0. For more
reference see section vSphere 7 — ESXi System Storage Changes.

Procedure

1. Copythe ASP130_VMware-VMvisor-Installer-7.0.0.update02-17867351.x86_64-
DellEMC_Customized-A03.zip file to the local PC that will be utilized to access the ESXi
Embedded Host Client (EHC) User Interface.

2. Open a web browser and connect to the desire ESXi Web host client using the host IP address or
FQDN i.e. https://ESXi IP_Address or FQDN/ui.

3. Login using the existing root credentials or temporary admin account if applicable.

4. From the menu of the left, Navigate to Storage = Datastorel =®Datastore browser

Note: if desired, users can create a new directory and transfer the ESXi offline bundle using the
WinSCP tool (Not provided by Avaya). If this transfer method if prefer, skip to step 10 after the file
transfer has been completed.

vmware ESXi~

"% Navigator [ datastore1

+ [J Host

T 57 Registera VM (] Datastore browser | B Increase capacity | & Refresn | &} Actions

=

5. Select the Create directory button

Monitor
datastore1

Type:

51 Virtual Machines

- Storage Ap—

= datastore1

Monitor

VMF35

Location fimfisfvolumes/G0e72132-792520e8-011c-e4434b898 1cc
uuio: B0e72f32-792520e8-011c-24434b698 1cc

Hosts: 1

Virtual Machines: ]

More storage...
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https://esxi_ip_address_or_fqdn/ui

f& Datastore browser

4 Upload 7 Create directory | & Refresh

= datastore1 sdd.sf

6. Enter the Directory Name i.e. ESXi70 and then select “Create directory”.
7 New directory

Directory name ‘ ESXiT0 — |

This directory will be created in [datasiore 1]/

sy | Create directory || Cancel |
-

7. Inthe Datastore browser, select the newly created folder i.e ESXi70 and select “Upload”.

-.ﬁc_ﬁ Datastore browser

4 Upload | "0uwmmac  [5} Delete [ Move [3 Copy
= datastore1 sdd.sf

B ESXIT0

8. Browse to the location within the local PC where the customized Dell zip file “VMware-VMvisor-
Installer-7.0.0.update02-17867351.x86_64-DellEMC _Customized-A03.zip” has been previously
stored and click “Open”.

9. Datastore Browser window can be closed once the zip file gets transferred to the ESXi.

(i Datastore browser

4 Upload [ Downlcad [G} Delete [ Move (4 Copy [ Create directory | (& Refresh

= datastore! sdd.sf . VMware-VMvisor-Installer-7.0.0.update02-17867351.x86_64-DellEMC_Cusiomized-A03.zip
& ESXi70

i vmkdump [ Il Vi

é [datastore 1] ESXi70/VMware-VMvisor-Insialler-7.0.0.update02-17867351.x86_84-DellEMC_Customized-A03.zip |

| Close ‘
10. From the menu on the left, Right click on Host>Enter Maintenance Mode.
Warning

If there are VMs still powered on the ESXi host STOP! and reference to the prerequisite section prior to
continuing. Failure to do so could potentially break running applications.

Note: The “Place in maintenance mode” task will not complete and time out thru time if VMs are not
powered off.

! Entering maintenance mede delayed

VMs are still powered on. Maintenance mode will not be entered until all
' VMs are either migrated or powered down/suspended

OK
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7% Navigator d lecalhost.localdemain
& Get vCenter Serves 1¢
fanage
[ g w bealhost.lol
. fersion
{§1 Create/Register VM
Virtual Machines 9 hate
Iptime

~ [ Storage [Eg Shut down
T
More storagq
€3 Networking i Services
% Enter mamtenance mode
B, Lockdown mode
&

Permissions

$3 Generate support bundle

[ Get SSH for Chrome
11. Click Yes when the popup window appears to Confirm maintenance mode change.

[ confirm maintenance mode change

When in maintenance mode, VMs cannot be created, powered on nor configured.
Additionally, VMware vCenter Server will not migrate any VMs to this host while itis in

maintenance mode

You might need to either power off or migrate the virtual machines from the host manually

You can cancel the Enter Maintenance Mode task at any time

Are you sure you want to put this host in maintenance mode?

V= Cancel

The icon representing the ESXi Host will change to display its new current state.

I Navigator

v Ei Host

Manage

Monitor

12. Log in to the first ESXi host by using a Secure Shell (SSH) client i.e. Putty (Not provide by Avaya).
13. Authenticate using the existing root credentials.
14. Run the following commands to ensure patch directory and zip file has been transferred:

ls -1 /vmfs/volumes/datastorel/

. 2.sh
= New Directory

ls -1 /vmfs/volumes/datastorel/ESXi70

ESXi Offline Bundle file
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15. Perform sha256 checksums:

Note: If the checksum values do not match with the ones displayed on this document or with the
ones posted in the PLDS and Avaya support web site STOP! File transferred could be corrupted,
proceed with downloading and transferring the file once again. If the problem persists, reach out to
Avaya support.

cd /vmfs/volumes/datastorel/ESXi70/
sha256sum ASP130 VMware-VMvisor-Installer-7.0.0.update02-17867351.
x86 64-DellEMC Customized-A(03.zip

£26b523228da9%f1c4836e8cdacbd8f6545c34839%bfa3c8c6933e8ec7£8896d05 ASP130 VMware-
VMvisor-Installer-7.0.0.update02-17867351.x86 64-DellEMC Customized-A03.zip

16. Verify the date and the current VMware ESXi version running on the host:

date && vmware -v1

Note: The following output is just a representation and should only be used as an example.

Mon Mar 19 03:31:33 UTC 2019

VMware ESXi 6.5.0 build-8294253
VMware ESXi 6.5.0 Update 2

17. (Optional) Run the following command to perform an upgrade simulation (Dry run) before the
actual procedure takes place.

Note: An installation dry run does not make any changes but reports the VIB-level operations and
changes that will be performed on the ESXi host. This also allow users to verify whether the ESXi can
actually be upgraded or not to the intended version.

Note: The esxcli software vib update command is not supported by VMware when
conducting upgrade operations. The esxcli software profile update isthe only supported
method when upgrading to ESXi 7.0 from previous ESXi versions.

esxcli software profile update -p DEL-ESXi-702 17867351-A03 update -d
/vmfs/volumes/datastorel/[ESXi zip folder name]/[.zip file name] --dry-run

Example:

esxcli software profile update -p DEL-ESXi-702 17867351-A03 -d
/vmfs/volumes/datastorel/ESXi70/ASP130 VMware-VMvisor-Installer-7.0.0.update02-
17867351.x86 64-DellEMC Customized-AO03.zip --dry-run

Verify the dry run output is correct. You should see output similar to the following:

Message: Dryrun only, host not changed. The following installers will be applied:
[BootBankInstaller]

Reboot Required: true

VIBS Installed: [long list of VIBs that will be installed]

VIBS Removed: [long list of VIBs that will be removed]
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18. Run the same command without the dry run option at the end to perform the actual upgrade:

esxcli software profile update -p DEL-ESXi-702 17867351-A03 update -d
/vmfs/volumes/datastorel/[ESXi zip folder name]/[.zip file name]

Example:

esxcli software profile update -p DEL-ESXi-702 17867351-A03 -d
/vmfs/volumes/datastorel/ESXi70/ASP130 VMware-VMvisor-Installer-7.0.0.update02-
17867351.x86 64-DellEMC Customized-A(03.zip

19. Run the following command from the CLI to reboot the ESXi host:

reboot

20. Once the ESXi host is rebooted and back online, re-connect the SSH session using the root credentials.
21. Validate the updated ESXi version by executing the following command:

Note: At this stage it is expected to have the ESXi host updated to the corresponding build number as
displayed below. If the version on the updated ESXi host does not match with the one in the output below
STOP! and restart the upgrade process from the beginning prior to upgrading ESXi on the next server.

vmware -v1

Output:
VMware ESXi 7.0.2 build-17867351
VMware ESXi 7.0 Update 2
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22. Take the ESXi host out of maintenance mode via the CLI by executing the following command:

Note: This task can also be conducted via the Embedded Host Client if desired.
vim-cmd hostsvc/maintenance mode exit

23. Open a web browser and connect to the ESXi Web host client using the host IP address or FQDN
i.e. https://IP_Address or FQDN/ui.

24. The Main dashboard view will display the updated ESXi version and the image profile used when
the upgrade was performed. At this point, virtual machines can be powered-on to place

applications back into operation.

vmware ESXi w00l@1012820957 v | Help ~ | (CREEa

75 Navigator [J asp130-ESXi-01

} GetvCenter Server | % Create/Register VM | [ig Shutdown [B5 Reboot | @ Refresh | ¥ Actions ceY FHEE: 122 Gz
APACITY 72
e

asp130-ESXi-01

Virtual Machines
3 storage £ 91

€2 Networking
USED: 4.38 B CAPACITY: 217 T8

~ Configuration

Image profile (Updated) DEL-ESXi-702_17867351-A03 (Dell)

|
ige R640 vSphere HA state Not configured

Supported

» @ cpu 28 CPUs x Intei(R) Xeon(R) Gold 6132 CPU @ 2 60GHz *» vMotion

25. Proceed to the licensing section.

Licensing Procedure

Prerequisite

e Anew license for vSphere 7 standard is required.
e Activate and download the vSphere 7 license key from PLDS.

Note: Existing vSphere 6 license key will not work in ESXi 7.0, a new license key is required to take ESXi

host out of the evaluation period.

Procedure

1. Open a web browser and connect to the desire ESXi Web host client using the host IP address or

FQDN i.e. https://IP_Address or FQDN/ui.
2. Login using the existing root credentials or temporary admin account if applicable.

3. Under Hosts Navigate to Manage>Licensing>Assign license

vmware ESXi

“I% Navigator [} asp130cpodsé - Manage

v E]Host System Hardware | Licensing | Packages Services

| —
—— wAssignIice@e | @ Refresh | ﬁActions

Monitor

%1 Virtual Machines N Evaluation Mode
/'\ Key:

St
G orage & Expiration date
g Networking i Features:

4. Enter the vSphere 7 License Key and click on the Check license button to proceed.
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l,é Assign license

' License key XOOO(K- Enter License Key X000 000K

IChecincense || Cancel |

A

5. System will then validate the license key entered and provide a confirmation if the key is valid. If
the license key is valid and meets the host CPU requirement, click on the Assign license button

to proceed.

D,g_) Assign license

.+ License key 1

License key is valid for vSphere 7 Standard

lAssignIicense'hl[ Cancel |
i )

6. New key gets installed on the host and license Mode changes from Evaluation to vSphere 7
Standard.

0 | License vSphere 7 Standard successfully assigned |

M E Host System Hardware Licensing Packages Services Security & users
Manage . ‘ :
H /& Assignlicense % Remove license | (@ Refresh | £} Actions

i1 Virtual Machines >

B st P, Key. 1J62K
orage 7~ Expiration date: Never
€ Networking (& Features Uniimited virtual SMP
H.264 for Remote Console Connections

vCenter agent for VMware host

7. Repeat the license installation procedure with remaining ESXi hosts if applicable.

8. Once the vSphere 7 Standard license is installed on the ESXi host is advisable to remove or
crossed out (made unreadable) the license key label affixed to the ASP 130 server lid.

9. Proceed to vSphere 7 — ESXi System Storage Changes (Optional)
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vSphere 7 — ESXi System Storage Changes

With ESXi 7.x the system storage partition lay-out has been changed. A new partition is now created
when upgrading from ESXi 6.5 to 7.x which consolidates the small core-dump, locker, large core-dump &
scratch partitions into a single VMFS-L based ESX-OSData volume. A comprehensive explanation and
differences between the vSphere 6 & vSphere 7 system storage lay-out architecture can be found in the
following VMware blog : https://blogs.vmware.com/vsphere/2020/05/vsphere-7-esxi-system-storage-

changes.html

Storage validation (Optional)

1. If not already, open a web browser and connect to the desire ESXi Web host client using the
host IP address or FQDN i.e. https://IP_Address or FQDN/ui.

2. Login using the existing root credentials or temporary admin account if applicable.

3. From the left menu, if not already, expand the Storage view and select the available Storage
Device

Note: When performing an upgrade using the Avaya approved Dell custom ESXi 7.0 u2 ISO image, the
VMFSL volume will always have a size of 6.3 GB. When performing fresh installs, however, this volume
will have a size of 33GB and not the VMware default size of 120 GB.

ware' ESXi oot fe 1o
77 Navigator . Local DELL Disk (naa.64cd9805d4252002814bc 2917 dedcda)

* [ Host

e B Increase capacity | (@ Retresh | £ Actions

Monitor ey Local DELL Disk (naa.64cd98f05d4252002814bc2917dedcda)
Tiee Disk

Virtual Machines Model

+ [3 Storage ath

* B datastoret
Mors storage...

N3, 6496105042 5200261 4bC291 Tdedcda

D 020000000064Ca98105042520026140C29 17 0B0C0AS04552432048

o "
€2 Networking = Pantitions ~ Partition diagram i
» 1: EFI System 100 MB (100 blocks)
» 5 Basic Data 499 MB (499 blocks)

» 6 Basic Data 459 MB (498 blocks)

Iv 7: VMFSL 6.3 GB (5449 blacks)

| [+ e vwrs 2.17 TB (2279548 blocks)
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